
Chang-Hong DA-2458-02 RP-SMA
Datasheet



 

TEST REPORT 

 

2.4-2.5GHz 2.85dBi/5.1-5.8GHz 2.17dBi DIPOLE FOR SMA PLUG RP with  

SMA FEMALE RP BULKHEAD+1.13+MHF4 IPEX  L=100mm 

Part NO.：DA-2458-02-SMR  Antenna Type: Dipole 

 

 

Cable Loss:      

          @2.4GHz: 0.5dB       

          @5GHz: 0.82dB 



 

 

 

2.4-2.5GHz 2.85dBi/5.1-5.8GHz 2.17dBi DIPOLE FOR SMA PLUG RP 
with SMA FEMALE RP BULKHEAD+1.13+MHF4 IPEX  L=100mm 

Fre/Gain(dBi) E-co H-co 

2400MHz -0.47 1.35 

2450MHz 0.45 1.89 

2500MHz 2.85 1.93 

5150MHz 1.52 -0.21 

5350MHz 0.36 -0.31 

5470MHz 1.35 0.42 



5725MHz 1.72 2.17 

5850MHz 0.4 1.49 

 

 

Radiation pattern： 
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DISCLAIMER

Copyright © Toradex AG. All rights are reserved. The information and content in this document are pro-
vided “as-is” with no warranties of any kind and are for informational purposes only. Data and information
have been carefully checked and are believed to be accurate; however, no liability or responsibility for any
errors, omissions or inaccuracies is assumed.

Brand and product names are trademarks or registered trademarks of their respective owners. Specifi-
cations are subject to change without notice.
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